






The already over a decade reliable VdS-approved fire alarm 
system “Solution F1” is now able to gate and control multiple 
flooding zones. Up to nine cards can be embedded to the 
mainboard. Any combination of detector modules and 
extinguishing control cards is feasible. For example, this 
could contain eight extinguishing control cards and one loop 
module or the other way around.

The new control board provides Inputs and Outputs 
as follows:

�  4 x conventional line to connect Manual Call Points

�  4 x valve control line 24VDC/1.5A

�  2 x control line 0.5 A for sounders and visual alarm devices

�  2 x relay (dry contact) 30 VDC/1A

�  4 x OC-Output 30VDC/50mA

�  4 x monitored input line

All functions are set via the 
NSC configuration software in 
the familiar convenient way.

���The new control board

� � Multiple zone extinguishing control unit …

Exactly the same control board, as for the single zone 
extinguishing control panel ”Solution F2”, can be mounted 
in the “Solution F1” to operate multiple extinguishing zones.

Per each extinguishing zone there is one display board with 
optional key switch for the essential display and eventually 
required operating functions.

All known of the FCP “Solution F1” housing sizes are 
available. In addition NSC front panels are all based on 
19 inch standard dimensions and with our mounting 
backboard for the system boards an easy installation in 
a 19 inch rack is trouble-free.

In case more than eight extinguish control boards are 
needed, several control panels can be cross-linked by using 
the ARCNET extension board to build up a network.

… with the FCP Solution F1

 4 x monitored input line


